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Apply in harsh environments is still perfect

Gold-plated copper High-performance insulating shell

Zinc alloy spring lock High protection technology
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Profil | Connectivity Experts

Die Connector Distribution GmbH mit Sitz in Schindellegi, Schweiz, ist ihr Experte flr
Steckverbinder

Mit unserer langjahrigen Erfahrung in der Stecker-Industrie, offerieren wir die ideale
LAsung fur Ihr Anforderungen

Als Premium Partner von CNLINKO fiir ganz Europe, bieten wir sichere
Verbindungstechnik fur Industrie Anwendungen

Mit der Eigenmarke ENOVA, versorgen wir die Veranstaltungstechnik mit robusten und
verriegelbaren Steckverbinder
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High—end fashion
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CNLINKO| Premium Partner

CNLINKO mit Sitz in Shenzhen China ist einer der fihrenden Hersteller von Industrie
Steckverbindern in China

Mit seiner hohen Fertigungstiefe ist es CNLINKO moglich qualitativ hochwertige
Steckverbinder zum richtigen Preis zu produzieren

Dank dem internen Testlabor, er erfiillen CNLINKO Produkte alle nétigen
Konformitatsanforderungen.

Connector Distribution ist stolzer Premium Partner von CNLINKO in Europa
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CNLINKO| Premium Partner

Dynamic Linko Highlights Technology

Best quality and perfect after sales service .
We keep our words.

No sooner said than done.

since 2004
QX (=F

2018

The glory of cnlinko keeps going........

Long-term suppliers and partners

Quality assurance monitoring capabilities
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CNLINKO| Premium Connectors

Spezialisiert auf wasserfeste verriegelbare
und professionelle Steckverbinder

O u) @
Power Connectors 3 bis 5 pol @
Signal Connectors 4 bis 24 pol
Audio Connectors 2 bis 24 pol
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Jdg803s Fiber Connectors 2 Lc-buplex we

USB Connectors

Signal transfer, Led strip lighting, Indoor/Outdoor lighting, Landscape lamp, Electric bike,
Led display, Led screen, linear actuator, Industrial robot Automation Equipment, Tooler
Solar Inverter Photovoltaic equipment Power storage, Power cabinet, Security System,
Industry computer, Charging, Data controller, 3D Printer, Monitor, Data box, Industrial
robot, Data controller, Power transmitter, Solar panel, Charging, Communication
equipment, Power Automation System, LM-LED grow light, DMX, Audio, Cat.
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the number
of pins

The PIN map

Rated current
Operating voltage
Withstanding Voltage
Contact resistance

Temperature rise

Contact diameter
X number

Insertion force
Durability

Screw torque
Working temperature
Vibration

Impact resistance

Salt fog
Cable specification

Diameter range

Protection level

Certification
standards

LP-16 — Series

10A SA

500V 250V
1500V

<3ImQ <5.0mQ

10A 30°Cl ; 12A 40°CI ; 15A 50°CI

®1.5*2 ®1.5*3 01.5*4 ®1.0*5 ®1.0*7 ®©1.0*8
1.2N Max 1.8N Max. 2.4N Max. | 1.5N Max. 1.8N Max. 2.4N Max
1700times
42-53(N.m) torque wrench200(N.m)
-40°C ~ +80°C

®1.0*9 8PIN
2.7N Max

Frequency: 5~200Hz, amplitude: 5mm, speed: 10m/s,0.10us without instantaneous break

294m/s2

PH6.5-7.2,NaCl,5% 48H

UL2464 UL2464 UL2464 UL2464 UL2464 UL2464
24AWG*2C 24AWG*3C | 24AWG*4C  24AWG*S5C 24AWG*6C 24AWG*7C

Applicable scope of OD (3 - ®9) mm
IP67

Comply with the TUV and UL certification standards

UL2464
24AWG*8C

2.7N Max.

l NLINKO ..

Product Parameter

Part NO.

Wire specification
Line diameter range
Diameter<number
Rated current(A)
Operation
voltage(AC.V.RMS)
Contact resistance
Temperature rise
Withstand voltage
(AC.V)1minute
Insulation resistance
Protection level
Mating cycle
Working temperature
Connection mode
Wiring mode

Material

Insulation components
Hardware

PIN

Waterproof circle
Flame retardant grade

LP-16-C02PE-01-001/LP-16-J02PP-01-001
1.0Mmi~1.5Mmi/18-16AWG

3mm~7mm

©1.5%3

10A

500V

<2.5mQ
10A per contact at 30°C, 12A......40°C, 15A......50°C.

2500v

> 500MQ

IPE5/IP67

21700 times
-40°C~80°C

Quick plug connection
Welding / Crimping

High-performance engineering plastics
Zinc alloy (Nickel Plating)

Copper alloy | gold plating

Silica gel

UL94-vO



https://connector-distribution.com/industrie/?p=1&o=5&n=12&f=147
https://connector-distribution.com/media/pdf/42/37/66/CDG-CNLINKO-LP-12-SERIES-SPECIFICATIONS-SHEET.pdf

LP-16-C02PE-02-001
LP-16-CO3PE-02-001
LP-16-C04PE-02-001
LP-16-CO5PE-02-001
LP-16-CO7PE-02-001
LP-16-CO8PE-02-001
LP-16-CO9PE-02-001
LP-16-J02PP-02-001
LP-16-J025X-03-001
LP-16-J025X-04-001
LP-16-J03PP-02-001
LP-16-J035X-03-001
LP-16-J035X-04-001
LP-16-J04PP-02-001
LP-16-J045X-03-001
LP-16-J045X-04-001
LP-16-J05PP-02-001
LP-16-J055X-03-001
LP-16-J055X-04-001
LP-16-J07PP-02-001
LP-16-J075X-03-001
LP-16-J075X-04-001
LP-16-J08PP-02-001
LP-16-J085X-03-001
LP-16-J085X-04-001
LP-16-J09PP-02-001
LP-16-J09SX-03-001

LP-16-J09SX-04-001
LP-16-RJ45-P01
LP-16-RJ45-P02
LP-16-RJ45-PP0O1
LP-16-RJ45-501

CONNECTOR
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LP-16 — Series

LP-16 Power M16 2pin male plug 400V 10 A

LP-16 Power M16 3pin male plug 400V 10 A

LP-16 Power M16 4pin male plug 400V 10 A

LP-16 Power M16 5pin male plug 250V 5 A

LP-16 Multi-Signal M16 7pin male plug 250V 5 A

LP-16 Multi-Signal M16 8pin male plug 250V 5 A

LP-16 Multi-Signal M16 9pin male plug 250V 5 A

LP-16 Power M16 2pin female cable plug 400V 10 A

LP-16 Power M16 2pin female socket Round 400V 10 A
LP-16 M16 2pin female socket Square 400V 10 A

LP-16 Power M16 3pin female cable plug 400V 10 A

LP-16 Power M16 3pin female socket Round 400V 10 A
LP-16 Power M16 3pin female socket Square 400V 10 A
LP-16 Power M16 4pin female cable plug 400V 10 A

LP-16 Power M16 4pin female socket Round 400V 10 A
LP-16 Power M16 4pin female socket Square 400V 10 A
LP-16 Power M16 5pin female cable plug 250V 5 A

LP-16 Power M16 5pin female socket Round 250V 5 A
LP-16 Power M16 5pin female socket Square 250V 5 A
LP-16 Multi-Signal M16 7pin female cable plug 250V 5 A
LP-16 Multi-Signal M16 7pin female socket Round 250V 5 A
LP-16 Multi-Signal M16 7pin female socket Square 250V 5 A
LP-16 Multi-Signal M16 8pin female cable plug 250 V5 A
LP-16 Multi-Signal M16 8pin female socket Round 250V 5 A
LP-16 Multi-Signal M16 8pin female socket Square 250V 5 A
LP-16 Multi-Signal M16 9pin female cable plug 250V 5 A
LP-16 Multi-Signal M16 9pin female socket Round 250V 5 A

LP-16 Multi-Signal M16 9pin female socket Square 250V 5 A
LP-16 RJ45 Plug plastic

LP-16 RJ45 Metal plug

LP-16 RJ45 Cable Plug plastic

LP-16 RJ45 Metal socket

‘ NLINKO ..

IPX8 zertifiziert
IPX8 zertifiziert
IPX8 zertifiziert
IPX8 zertifiziert
IPX8 zertifiziert
IPX8 zertifiziert
IPX8 zertifiziert
IPX8 zertifiziert
IPX8 zertifiziert
IPX8 zertifiziert
IPX8 zertifiziert
IPX8 zertifiziert
IPX8 zertifiziert
IPX8 zertifiziert
IPX8 zertifiziert
IPX8 zertifiziert
IPX8 zertifiziert
IPX8 zertifiziert
IPX8 zertifiziert
IPX8 zertifiziert
IPX8 zertifiziert
IPX8 zertifiziert
IPX8 zertifiziert
IPX8 zertifiziert
IPX8 zertifiziert
IPX8 zertifiziert
IPX8 zertifiziert

IPX8 zertifiziert
IPX8 zertifiziert
IPX8 zertifiziert
IPX8 zertifiziert
IPX8 zertifiziert

LP-16-Serie Power Kabelstecker
LP-16-Serie Power Kabelstecker
LP-16-Serie Power Kabelstecker
LP-16-Serie Power Kabelstecker
LP-16-Serie Multicore Kabelstecker
LP-16-Serie Multicore Kabelstecker
LP-16-Serie Multicore Kabelstecker
LP-16-Serie Power Kabelkupplung
LP-16-Serie Power Einbaubuchse
LP-16-Serie Power Einbaubuchse
LP-16-Serie Power Kabelkupplung
LP-16-Serie Power Einbaubuchse
LP-16-Serie Power Einbaubuchse
LP-16-Serie Power Kabelkupplung
LP-16-Serie Power Einbaubuchse
LP-16-Serie Power Einbaubuchse
LP-16-Serie Power Kabelkupplung
LP-16-Serie Power Einbaubuchse
LP-16-Serie Power Einbaubuchse
LP-16-Serie Multicore Kabelkupplung
LP-16-Serie Multicore Einbaubuchse
LP-16-Serie Multicore Einbaubuchse
LP-16-Serie Multicore Kabelkupplung
LP-16-Serie Multicore Einbaubuchse
LP-16-Serie Multicore Einbaubuchse
LP-16-Serie Multicore Kabelkupplung
LP-16-Serie Multicore Einbaubuchse

LP-16-Serie Multicore Einbaubuchse
LP-16-RJ45-Serie
LP-16-RJ45-Serie
LP-16-RJ45-Serie
LP-16-RJ45-Serie
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LP-16 — Series

Dimensions figure
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PE clamping cable plug
(dimensions figure)
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S socket (dimensions figure)
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the number
of pins

The PIN map

Rated current
Operating voltage
Withstanding Voltage
Contact resistance

Temperature rise

Contact diameter
x number

Insertion force
Durability

Screw torque
Working temperature
Vibration

Impact resistance

Salt fog

Cable specification

Diameter range

Protection level

Certification
standards

LP-20 — Series

2PIN 3PIN 4PIN SPIN 7PIN
20A 12A
500V 250V
2000V
<1.0mQ <3.0mQ
20A 30°CI ; 25A 40°Cl ; 30A 50°CI
02.7*2 ©2.7*3 ©2.7*4 ©1.8*5 ©1.8*7
0.9N Max.
1700times
42-53(N.m) torque wrench200(N.m)
-40°C ~ +80°C

Frequency: 5~200Hz, amplitude: 5mm, speed

294m/s2
PH6.5-7.2,NaCl,5% 48H

UL2464 UL2464 UL2464 UL2464 UL2464
24AWG*2C 24AWG*3C 24AWG*4C 24AWG*5C 24AWG*T7C

Applicable scope of OD (9@-13®) mm
P67
Comply with the TUV and UL certification standards

1500v

©1.0*9
1.2N Max.

UL2464
24AWG*9C

<5.0mQ

©1.0*12

10m/s,0.10us without instantaneous break

UL2464
24AWG*12C

Applicable scope of OD (7®-10®) mm

l NLINKO ..

Product Parameter

Part NO.

Wire specification
Line diameter range
Diameter<number
Rated current(A)
Operation
voltage(AC.V.RMS)
Contact resistance
Temperature rise
Withstand voltage
(AC.V)Tminute
Insulation resistance
Protection level
Mating cycle
Working temperature
Connection mode
Wiring mode

Material

Insulation components
Hardware

PIN

Waterproof circle

Flame retardant grade

LP-20-C04PE-01-001/LP-20-J045X-01-001
2.5Mni ~5Mmi/14-12AWG

8mm-~12mm

©2.7x4

20A

500V

<1mQ
20A per contact at 30°C, 25A...... 40°C, 30A...... 50°C.

2500v

>500MQ

IPE5/IP67

=500 times
-40°C~80°C

Quick plug connection
Welding / Crimping

High-performance engineering plastics
Zinc alloy (Nickel Plating)

Copper alloy | gold plated

Silica gel

UL94-v0
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LP-20-CO2PE-01-020
LP-20-CO3PE-01-020
LP-20-CO4PE-01-020
LP-20-CO5PE-01-020
LP-20-CO7PE-01-020
LP-20-CO9PE-01-020
LP-20-C12PE-01-020

LP-20-J02PP-01-001
LP-20-J025X-01-001
LP-20-J025X-02-002

LP-20-J03PP-01-001
LP-20-J035X-01-004
LP-20-J035X-02-002

LP-20-J04PP-01-001
LP-20-J045X-01-001
LP-20-J045X-02-002

LP-20-JO5PP-01-001

LP-20-J055X-01-001

LP-20-J055X-02-002
LP-20-J07PP-01-001

LP-20-J075X-01-001

LP-20-J075X-02-002

LP-20-J09PP-01-001
LP-20-J095X-01-004
LP-20-J095X-02-002

LP-20-J12PP-01-001

LP-20-J125X-01-001

LP-20-J125X-02-002

LP-20 — Series

LP-20 Power M20 2pin male plug 500V 20 A
LP-20 Power M20 3pin male plug 500V 20 A
LP-20 Power M20 4pin male plug 500V 20 A
LP-20 Power M20 5pin male plug 500V 12 A
LP-20 M20 7pin male plug 500V 12 A

LP-20 Multi-Signal M20 9pin male plug 400V 5 A
LP-20 Multi-Signal M20 12pin male plug 400V 5 A

LP-20 Power M20 2pin female cable plug 500 V 20 A
LP-20 Power M20 2pin female socket square 500 V 20 A
LP-20 Power M20 2pin female socket round 500 V 20 A

LP-20 Powser M20 3pin female cable plug 500V 20 A
LP-20 Power M20 3pin female socket square 500V 20 A
LP_20 Power M20 3pin female socket round 500 V 20 A

LP-20 Power M20 4pin female cable plug 500V 20 A
LP-20 Power M20 4pin female socket square 500V 20 A
LP-20 Power M20 4pin female socket round 500 V 20 A

LP-20 Multi-Signal M20 5pin female cable plug 500V 12 A
LP-20 Multi-Signal M20 5pin female socket square 500V 12 A

LP-20 Multi-Signal M20 5pin female socket round 500 V 12 A
LP-20 Multi-Signal M20 7pin female cable plug 500V 12 A

LP-20 Multi-Signal M20 7pin female socket square 500V 12 A

LP-20 Multi-Signal M20 7pin female socket round 500V 12 A

LP-20 Multi-Signal M20 9pin female cable plug 400V 5 A
LP-20 Multi-Signal M20 9pin female socket square 400 V
LP-20 Multi-Signal M20 9pin female socket round 400V 5 A

LP-20 Multi-Signal M20 12pin female cable plug 400V 5 A
LP-20 Multi-Signal M20 12pin female socket square 400V 5 A

LP-20 Mult-Signal M20 12pin female socket round 400V 5 A

IPX8 zertifiziert
IPX8 zertifiziert
IPX8 zertifiziert
IPX8 zertifiziert
IPX8 zertifiziert
IPX8 zertifiziert
IPX8 zertifiziert

IPX8 zertifiziert
IPX8 zertifiziert
IPX8 zertifiziert

IPX8 zertifiziert
IPX8 zertifiziert
IPX8 zertifiziert

IPX8 zertifiziert
IPX8 zertifiziert
IPX8 zertifiziert

IPX8 zertifiziert

IPX8 zertifiziert

IPX8 zertifiziert
IPX8 zertifiziert

IPX8 zertifiziert

IPX8 zertifiziert

IPX8 zertifiziert
IPX8 zertifiziert
IPX8 zertifiziert

IPX8 zertifiziert

IPX8 zertifiziert

IPX8 zertifiziert

‘ NLINKO ..

LP-20-Serie Power Kabelstecker
LP-20-Serie Power Kabelstecker
LP-20-Serie Power Kabelstecker
LP-20-Serie Power Kabelstecker
LP-20-Serie Multicore Kabelstecker
LP-20-Serie Multicore Kabelstecker
LP-20-Serie Multicore Kabelstecker

LP-20-Serie Power Kabelkupplung
LP-20-Serie Einbaubuchse
LP-20-Serie Einbaubuchse

LP-20-Serie Power Kabelkupplung
LP-20-Serie Einbaubuchse
LP-20-Serie Einbaubuchse

LP-20-Serie Power Kabelkupplung
LP-20-Serie Einbaubuchse
LP-20-Serie Einbaubuchse

LP-20-Serie Power Kabelkupplung
LP-20-Serie Einbaubuchse

LP-20-Serie Einbaubuchse
LP-20-Serie Multicore Kabelkupplung

LP-20-Serie Einbaubuchse

LP-20-Serie Einbaubuchse

LP-20-Serie Multicore Kabelkupplung
LP-20-Serie Einbaubuchse
LP-20-Serie Einbaubuchse

LP-20-Serie Multicore Kabelkupplung
LP-20-Serie Einbaubuchse

LP-20-Serie Einbaubuchse
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LP-20 — Series

Dimensions figure

PE clamping cable plug S socket (dimensions figure)
(dimensions figure) 2880 30.00

1240

|
—
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- 116 REF .

30,20
14.20

‘ NLINKO..

Installation hole figure
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C

the number
of pins

The PIN map

Rated current
Operating voltage
Withstanding Voltage
Contact resistance

Temperature rise

Contact diameter
X number

Insertion force
Durability

Screw torque
Working temperature
Vibration

Impact resistance

Salt fog

Cable specification

CONNECTOR
DISTRTIBUTION

LP-24 — Series

3PIN 4PIN RJ4S5
. o\“ ,’ .
° (e o)
25A
s00v
2000V
<1.0mQ
25A 30°Cl ;
30A 40°Cl ;
35A 50°Cl ;
©3.0*3 ©3.0*4 8PIN 9PIN&A4PIN 2
4.5N Max. 6.0N Max. [4.5N Max. 4.5N Max. 4.5N Max
1700times
42-53(N.m) torque wrench 200(N.m)
-40°C ~ +80°C

Frequency: 5~200Hz, amplitude: Smm, speed: 10m/s,0.10us without instantaneous break

294m/s2
PH6.5-7.2,NaCl,5% 48H
2.5mm?*-4mm?

/12-14AWG

l NLINKO ..

Product Parameter

Part NO.

Wire specification
Line diameter range
Diameter<number
Rated current(A)

Operation

voltage(AC.V.RMS)
Contact resistance
Temperature rise
Withstand voltage

(AC.V)Iminute

Insulation resistance

Protection level
Mating cycle

Working temperature
Connection mode

Wiring mode

Material

Insulation components

Hardware
PIN

Waterproof circle
Flame retardant grade

LP-24-CO3PE-01-001/LP-24-J035X-01-001
2.5Mmi ~ 5Mni/14-12AWG

8mm~12mm

®3.0x3

30A

500V

<1mQ
30A per contact at 30°C, 35A...... 40°C, 40A...... 50°C.

2500V

>500MQ

IP65/IP67

=500 times
-40°C~80°C

Quick plug connection
Welding / Crimping

High-performance engineering plastics
Zinc alloy (Nickel Plating)

Copper alloy | gold plating

Silica gel

UL94-vo



https://connector-distribution.com/industrie/?p=1&o=5&n=12&f=149
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LP-24-CO3PE-01-001

LP-24-C03SX-01-001

LP-24-FOOPE-PO1

LP-24-FOOSX-S01

LP-24-J03PE-01-001

LP-24-J035X-01-001

LP-24-RJ45-P01

LP-24-RJ45-501

LP-24-USB3.0-P0O1

LP-24-USB3.0-501

LP-24 — Series

LP-24 Power 3pin male plug 500V 25 A

LP-24 Power 3pin male socket 500 V 25 A

LP-24 LWL LC fiber plug with 3M

LP-24 LWL LC fiber socket

LP-24 Power 3pin female plug 500 V 25 A

LP-24 Power 3pin female socket 500 V 25 A

LP-24 RJ45 Plug

LP-24 RJ45 Socket

LP-24 Data USB 3.0 plug 0.5 m Typ Ato Typ A

LP-24 Data USB3.0 socket

‘ NLINKO ..

IP67 zertifiziert
IP67 zertifiziert
IP67 zertifiziert
IP67 zertifiziert
IP67 zertifiziert
IP67 zertifiziert
IP67 zertifiziert
IP67 zertifiziert
IP67 zertifiziert

IP67 zertifiziert

LP-24-Serie Kabelstecker

LP-24-Serie Einbaustecker

LP-24-Serie Kabelstecker

LP-24-Serie Einbaubuchse

LP-24-Serie Kabelkupplung

LP-24-Serie Einbaubuchse

LP-24-Serie Kabelstecker

LP-24-Serie Einbaubuchse

LP-24-Serie Kabelstecker

LP-24-Serie Einbaubuchse
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LP-24 — Series

Dimensions figure

‘

PE clamping cable plug
(dimensions figure)

98 REF

!

‘ NLINKO..

S socket (dimensions figure)
33.00

36.90
-17.60-

35.70

92.8

Installation hole figure
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the number
of pins

The PIN map

Rated current
Operating voltage
Withstanding Voltage
Contact resistance

Temperature rise

Contact diameter
X number

Insertion force
Durability

Screw torque
Working temperature
Vibration

Impact resistance

Salt fog

Cable specification

Diameter range

Protection level

Certification
standards

CONNECTOR
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YM-20 — Series

2PIN 3PIN 4PIN 5PIN 7PIN 9PIN 12PIN
D)
20A 5A
500V 250V 250V
2500V 1500V
<1.0mQ <3.0mQ <5.0mQ
20A 30°ClI ; 25A 40°Cl ; 30A 50°CI
®2.7*2 ®©2.7*3 ©2.7*4 ®1.8*5 ©1.8*7 ©1.0*9 ®1.0%12
0.9N Max. 1.2N Max
1700times
42-53(N.m) torque wrench200(N.m)
-40°C ~ +80°C
Frequency: 5~200Hz, amplitude: Smm, speed: 10m/s,0.10us without instantaneous break
294m/s2
PH6.5-7.2,NaCl,5% 48H
UL2464 UL2464 UL2464 UL2464 UL2464 UL2464 UL2464
24AWG*2C 24AWG*3C 24AWG*AC 24AWG*S5C 24AWG*7C 24AWG*9C 24AWG*12C
Applicable scope of OD (9@-13®) mm Applicable scope of OD (i
IP67

Comply with the TUV and UL certification standards

l NLINKO ..

Product parameter

Part NO.

Wire specification
Line diameter range
Diameterxnumber
Rated current(A)
Operation
voltage(AC.V.RMS)
Contact resistance
Temperature rise
Withstand voltage
(AC.V)1minute
Insulation resistance
Protection level
Mating cycle
Working temperature
Connection mode
Wiring mode

Material

Insulation components
Hardware

PIN

Waterproof circle
Flame retardant grade

YM-20-CO3PE-01-001
2.5mmi~4mmi/14~12 ANG
®8mm~P12mm

$2.7x2

20A

500V

<1mQ
20A per contact at 30°C, 25A

2500V

> 500MQ

IPE5/1P67

=500times
-40°C~80°C
Threaded connection
Welding / Crimping

50°C.

High-performance engineering plastics

Zinc alloy (Nickel Plating)

Copper alloy | gold plating

Silica gel
UL94-V0
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C CONNECTOR
DISTRTIBUTION

‘ NLINKO ..

YM-20 — Series

YM-20-C02PE-01-001 YM-20 Power M20 2pin male plug 500V 20 A IP67 zertifiziert YM-20-Serie Power Kabelstecker
YM-20-CO3PE-01-001 YM-20 Power M20 3pin male plug 500V 20 A IP67 zertifiziert YM-20-Serie Power Kabelstecker
YM-20-CO4PE-01-001 YM-20 Power M20 4pin male plug 500V 20 A IP67 zertifiziert YM-20-Serie Power Kabelstecker
YM-20-CO5PE-01-001 YM-20 Power M20 5pin male plug 400V 12 A IP67 zertifiziert YM-20-Serie Power Kabelstecker
YM-20-CO7PE-01-001 YM-20 Multi-Signal M20 7pin male plug 400V 12 A IP67 zertifiziert YM-20-Serie Multicore Kabelstecker
YM-20-CO9PE-01-001 YM-20 Multi-Signal M20 9pin male plug 250V 5 A P67 zertifiziert YM-20-Serie Multicore Kabelstecker
YM-20-C12PE-01-001 YM-20 Multi-Signal M20 12pin male plug 250V 5 A IP67 zertifiziert YM-20-Serie Multicore Kabelstecker
YM-20-J025SX-01-001 YM-20 Power M20 2pin female socket square 500V 20 A IP67 zertifiziert YM-20-Serie Power Einbaubuchse
YM-20-J035SX-01-001 YM-20 Power M20 3pin female socket square 500V 20 A IP67 zertifiziert YM-20-Serie Power Einbaubuchse
YM-20-J04SX-01-001 YM-20 Power M20 4pin female socket square 500V 20 A IP67 zertifiziert YM-20-Serie Power Einbaubuchse
YM-20-J055X-01-001 YM-20 Power M20 5pin female socket square 400V 12 A IP67 zertifiziert YM-20-Serie Power Einbaubuchse
YM-20-J07SX-01-001 YM-20 Multi-Signal M20 7pin female socket square 400V 12 A IP67 zertifiziert YM-20-Serie Multicore Einbaubuchse
YM-20-J09SX-01-001 YM-20 Muti-Signal M20 9pin female socket square 250V 5 A IP67 zertifiziert YM-20-Serie Multicore Einbaubuchse
YM-20-J12SX-01-001 YM-20 Multi-Signal M20 12pin female socket square 250V 5 A IP67 zertifiziert YM-20-Serie Multicore Einbaubuchse



https://connector-distribution.com/industrie/?p=1&o=1&n=12&f=159

C CONNECTOR
DISTRTIBUTION

‘ NLINKO .
YM-20 — Series

Dimensions figure PE clamping cable plug S socket (dimensions figure) Installation hole figure
i .\ (dimensions figure)
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the number
of pins

The PIN map

Rated current
Operating voltage
Withstanding Voltage
Contact resistance

Temperature rise

Contact diameter
x number

Insertion force
Durability

Screw torque
Working temperature
Vibration

Impact resistance

Salt fog

Cable specification

Diameter range

Protection level

Certification
standards

CONNECTOR

DISTRTIBUTION

DH-20 — Series

2PIN 3PIN 4PIN
fo) L0 a9
NN &/ Y
20A
500V
2000V
<1.0mQ
20A 30°Cl ; 25A 40°Cl ; 30A 50°Cl
®2.7*2 ®©2.7*3 ®2.7*4
0.9N Max.
1700times
42-53(N.m) torque wrench200(N.m)

-40°C ~ +80°C

Frequency: 5~200Hz, amplitude: Smm, speed: 10m/s,0.10us without instantaneous break

294m/s2

PH6.5-7.2,NaCl,5% 48H
UL2464 UL2464 UL2464

24AWG*3C 24AWG*4C

Applicable scope of OD (9®-13®) mm

24AWG*2C

P67

Comply with the TUV and UL certification standards

SPIN 7PIN 9PIN 12PIN
- N e e
oo (e 2a) (78
NOY, 5, N,

12A 3A

400V

1500V
<3.0mQ <5.0mQ

®1.8*5 ®1.8*7 ®1.0*9 ®1.0*12

1.2N Max.
UL2464 UL2464 UL2464 UL2464
24AWG*5C 24AWG*TC 24AWG*9C 24AWG*12C

Applicable scope of OD (7®-10®) mm

‘ NLINKO ..

Product parameter

Part NO.

Wire specification
Line diameter range
Diameter<number
Rated current(A)
Operation
voltage(AC.V.RMS)
Contact resistance
Temperature rise
Withstand voltage
(AC.V)Iminute
Insulation resistance
Protection level
Mating cycle
Working temperature
Connection mode
Wiring mode

Material

Insulation components
Hardware

PIN

Waterproof circle
Flame retardant grade

DH-20-C02PE-01-001
2.5mmi~dmni/14~12 AWG
®8mm~®12mm

$2.7x2

20A

500V

<1mQ

20A per contact at 30°C, 25A.......40°C, 30A.

2500V

>500MQ

IP65/IP67

=500times

-40°C~80°C

Quick bayonet connection
Welding / Crimping

50°C.

High-performance engineering plastics

Zinc alloy (Nickel Plating)

Copper alloy | gold plating
Silica gel
UL94-vo
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C

DH-20-C02PE-01-001
DH-20-CO3PE-01-001
DH-20-C04PE-01-001
DH-20-CO5PE-01-001
DH-20-C07PE-01-001
DH-20-CO9PE-01-001
DH-20-C12PE-01-001
DH-20-J025X-01-001
DH-20-J035X-01-001
DH-20-J04SX-01-001
DH-20-J055X-01-001
DH-20-J075X-01-001
DH-20-J09SX-01-001

DH-20-J125X-01-001

CONNECTOR
DISTRTIBUTION

DH-20 — Series

DH-20 Power M20 2pin male plug 500V 20 A

DH-20 Power M20 3pin male plug 500V 20 A

DH-20 Power M20 4pin male plug 500V 20 A

DH-20 Power M20 5pin male plug 500V 12 A

DH-20 Multi-Signal M20 7pin male plug 500V 12 A

DH-20 Multi-Signal M20 9pin male plug 400V 5 A

DH-20 Multi-Signal M20 12pin male plug 400V 5 A

DH-20 Power M20 2pin female socket square 500 V 20 A

DH-20 Power M20 3pin female socket square 500V 20 A

DH-20 Power M20 4pin female socket square 500V 20 A

DH-20 Power M20 5pin female socket square 500V 12 A

DH-20 Multi-Signal M20 7pin female socket square 500V 12 A

DH-20 Multi-Signal M20 9pin female socket square 400V 5 A

DH-20 Multi-Signal M20 12pin female socket square 400V 5 A

‘ NLINKO ..

Nach IP67 durch CNLINKO gepriift

Nach IP67 durch CNLINKO gepriift

Nach IP67 durch CNLINKO gepriift

Nach IP67 durch CNLINKO gepriift

Nach IP67 durch CNLINKO gepriift

Nach IP67 durch CNLINKO gepriift

Nach IP67 durch CNLINKO gepriift

Nach IP67 durch CNLINKO gepriift

Nach IP67 durch CNLINKO gepriift

Nach IP67 durch CNLINKO gepriift

Nach IP67 durch CNLINKO gepriift

Nach IP67 durch CNLINKO gepriift

Nach IP67 durch CNLINKO gepriift

Nach IP67 durch CNLINKO gepriift

DH-20-Serie Power Kabelstecker

DH-20-Serie Power Kabelstecker

DH-20-Serie Power Kabelstecker

DH-20-Serie Power Kabelstecker

DH-20-Serie Multicore Kabelstecker

DH-20-Serie Multicore Kabelstecker

DH-20-Serie Multicore Kabelstecker

DH-20-Serie Power Einbaubuchse

DH-20-Serie Power Einbaubuchse

DH-20-Serie Power Einbaubuchse

DH-20-Serie Power Einbaubuchse

DH-20-Serie Multicore Einbaubuchse

DH-20-Serie Multicore Einbaubuchse

DH-20-Serie Multicore Einbaubuchse
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C CONNECTOR
DISTRTIBUTION

DH-20 — Series

Dimensions figure PE clamping cable plug
(dimensions figure)
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‘ NLINKO..

S socket (dimensions figure)
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Installation hole figure
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C

the number
of pins

The PIN map

Rated current

Operating voltage
Withstanding Voltage

Contact resistance
Temperature rise

Contact diameter
x number
Insertion force
Durability
Screw torque
Working temperature
Vibration

Impact resistance

Salt fog

Cable specification

Diameter range

Protection level

CONNECTOR
DISTRTIBUTION

DH-24 — Series

3PIN 4PIN RI4S uss Optical fiber
{o o) S =) B )
. N’
25A
500V
25(
<1.0m0
25A 30°CL;
30A 40°C4 ;
35A 50°C4;
©3.03 ®3.0%4 8PIN 9PIN&APIN 2
4.5N Max. | 6.0N Max. | 4.5N Max  4.5N Max = 4.5N Max
1700times

42-53(N.m) torque wrench200(N.m)
-40°C ~ +80°C

Frequency: 5~200Hz, amplitude: Smm, speed: 10m/s,0.10us without instantaneous break

294m/s2
PH6.5-7.2,NaCl,5% 48H

2.5mm?-4mm?

/12-14AWG
Applicable scope of OD Applicable scope of OD
(100-14®) mm (50-6.5®) mm
IPES/IPET

‘ NLINKO ..

Product parameter

Part NO. DH-24-C03PE-01-001
Wire specification 2.5mmi~5mm/14~12 ANG
Line diameter range 8mm~~12mm
Diameterxnumber 3.0%3

Rated current(A) 30A

Operation

voltage(AC.V.RMS) 200V

Contact resistance <ImQ

Temperature rise 30A per contact at 30°C , 25A.....40°C|, 30A.....50°C|,
Withstand voltage

(AC.V)1minute 2500V

Insulation resistance >500MQ

Protection level IPB5/IP67

Mating cycle =500times

Working temperature  -40°C~80°C

Connection mode Quick bayonet connection
Wiring mode Welding / Crimping

Material

Insulation components High-performance engineering plastics
Hardware Zinc alloy (Nickel Plating)

PIN Copper alloy | gold plating

Waterproof circle Silica gel

Flame retardant grade UL94-vo
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C CONNECTOR
DISTRTIBUTION

‘ NLINKO ..

DH-24-CO3PE-01-001

DH-24-C035X-01-001

DH-24-FOOPE-PO1

DH-24-FO0SX-S01

DH-24-J03PE-01-001

DH-24-J035X-01-001

DH-24-RJ45-P01

DH-24-RJ45-501

DH-24-USB3.0-P01

DH-24-USB3.0-S01

DH-24 — Series

DH-24 Power 3pin male plug 500 V 25 A

DH-24 Power 3pin male socket 500 V 25 A

DH-24 Fiber LC plug with 3M cable

DH-24 Fiber LC fiber socket

DH-24 Power 3pin female plug 500 V 25 A

DH-24 Power 3pin female socket 500 V 25 A

DH-24 RJ45 Plug

DH-24 RJ45 Socket

DH-24 Data USB3.0 plug with 0.5m cable

DH-24 Data USB3.0 socket

Nach IP67 durch CNLINKO geprift

Nach IP67 durch CNLINKO geprift

Nach IP67 durch CNLINKO geprift

Nach IP67 durch CNLINKO geprift

Nach IP67 durch CNLINKO geprift

Nach IP67 durch CNLINKO geprift

Nach IP67 durch CNLINKO geprift

Nach IP67 durch CNLINKO geprift

Nach IP67 durch CNLINKO geprift

Nach IP67 durch CNLINKO geprift

DH-24-Serie Kabelstecker Power

DH-24-Serie Einbaustecker Power

DH-24-Serie Kabelstecker LWL

DH-24-Serie Einbaubuchse LWL

DH-24-Serie Kabelkupplung Power

DH-24-Serie Einbaubuchse Power

DH-24-Serie Kabelstecker RJ45

DH-24-Serie Einbaubuchse RJ45

DH-24-Serie Kabelstecker USB3

DH-24-Serie Einbaubuchse USB3
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C CONNECTOR
DISTRTIBUTION Cuivko.

DH-24 — Series

Dimensions figure PE clamping cable plug S socket (dimensions figure) Installation hole figure
f (dimensions figure)
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CD

the number
of pins

The PIN map

Rated current
Operating voltage
Withstanding Voltage
Contact resistance

Temperature rise
Contact diameter

X number

Insertion force
Durability

Screw torque
Working temperature
Vibration

Impact resistance

Salt fog
Cable specification

Diameter range

Protection level

CONNECTOR
DISTRTIBUTION

YA-20 — Series

2PIN 3PIN 4PIN 5PIN 7PIN 9PIN 12PIN
(od) = (o9 e
\_/ \*/
20A 12A S5A
500V 250V 250V
2500V 1500V
<1.0mQ <3.0mQ <5.0mQ
20A 30°Cl ; 25A 40°Cl ; 30A 50°Cl
©2.7*2 ©2.7*3 ®©2.7*4 ®1.8*S ©1.8*7 ®1.0*9 ®1.0*12
0.9N Max. 1.2N Max.
1700times
42-53(N.m) torque wrench200(N.m)
-40°C ~ +80°C
Frequency: 5~200Hz, amplitude: 5mm, speed: 10m/s,0.10us without instantaneous break
294m/s2
PH6.5-7.2,NaCl,5% 48H
UL2464 UL2464 UL2464 UL2464 UL2464 UL2464 uUL2464
24AWG*2C 24AWG*3C 24AWG*AC 24AWG*S5C 24AWG*TC 24AWG*9C 24AWG*12C

Applicable scope of OD (90-13®) mm
P67

Applicable scope of OD (70-10®) mm

‘ NLINKO ..

Product parameter

Part NO.

Wire specification
Line diameter range
Diameter<number
Rated current(A)
Operation
voltage(AC.V.RMS)
Contact resistance
Temperature rise
Withstand voltage
(AC.V)1minute
Insulation resistance
Protection level
Mating cycle
Working temperature
Connection mode
Wiring mode

Material

Insulation components
Hardware

PIN

Waterproof circle
Flame retardant grade

YA-20-CO3PE-01-001
2.5mmi~4mm/14~12 ANG
®8mm~®12mm

$2.7%2

20A

500V

<ImQ
20A per contact at 30°C, 25A

2600V

> 500MQ

IP65/1P67

=500times
-40°C~80°C
Threaded connection
Welding / Crimping

50°C.

High-performance engineering plastics

Zinc alloy (Nickel Plating)

Copper alloy | gold plating

Silica gel
UL94-vo
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C

YA-20-CO2PE-03-001
YA-20-CO3PE-03-001
YA-20-CO4PE-03-001
YA-20-CO5PE-03-001
YA-20-CO7PE-03-001
YA-20-CO9PE-03-001
YA-20-C12PE-03-001
YA-20-J025X-01-001
YA-20-J035X-01-001
YA-20-J045X-01-001
YA-20-J055X-01-001
YA-20-J075X-01-001
YA-20-J09SX-01-001

YA-20-J125X-01-001

CONNECTOR
DISTRTIBUTION

YA-20 — Series

YA-20 Power M20 2pin male plug 500V 20 A

YA-20 Power 20 3pin male plug 500V 20 A

YA-20 Power M20 4pin male plug 500V 20 A

YA-20 Multi-Signal M20 5pin male plug 400V 12 A

YA-20 Multi-Signal M20 7pin male plug 400V 12 A

YA-20 Multi-Signal M20 9pin male plug 250V 5 A

YA-20 Multi-Signal M20 12pin male plug 250V 5 A

YA-20 Power M20 2pin female socket square with automatic cap 500V 20 A

YA-20 Power M20 3pin female socket square with automatic cap 500 V 20 A

YA-20 Power M20 4pin female socket square with automatic cap 500V 20 A

YA-20 Multi-Signal M20 5pin female socket square with automatic cap 400V 12 A

YA-20 Multi-Signal M20 7pin female socket square with automatic cap 400V 12 A

YA-20 Multi-Signal M20 9pin female socket square with automatic cap 250V 5 A

YA-20 Multi-Signal M20 12pin female socket square with automatic cap 250V 5 A

‘ NLINKO ..

Nach IP65 durch CNLINKO gepriuift
Nach IP65 durch CNLINKO geprift
Nach IP65 durch CNLINKO gepriuift
Nach IP65 durch CNLINKO geprift
Nach IP65 durch CNLINKO gepriift
Nach IP65 durch CNLINKO geprift
Nach IP65 durch CNLINKO gepriift
Nach IP65 durch CNLINKO geprift
Nach IP65 durch CNLINKO gepriift
Nach IP65 durch CNLINKO gepriift
Nach IP65 durch CNLINKO gepriift
Nach IP65 durch CNLINKO geprift
Nach IP65 durch CNLINKO gepriift

Nach IP65 durch CNLINKO geprift

YA-20-Serie Power Kabelstecker

YA-20-Serie Power Kabelstecker

YA-20-Serie Power Kabelstecker

YA-20-Serie Power Kabelstecker

YA-20-Serie Multicore Kabelstecker

YA-20-Serie Multicore Kabelstecker

YA-20-Serie Multicore Kabelstecker

YA-20-Serie Power Einbaubuchse

YA-20-Serie Power Einbaubuchse

YA-20-Serie Power Einbaubuchse

YA-20-Serie Power Einbaubuchse

YA-20-Serie Multicore Einbaubuchse

YA-20-Serie Multicore Einbaubuchse

YA-20-Serie Multicore Einbaubuchse
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C CONNECTOR
DISTRTIBUTION Cuivko.

YA-20 — Series

Dimensions figure PE clamping cable plug S socket (dimensions figure) Installation hole figure
¥ 7\ (dimensions figure)
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C

the number
of pins

The PIN map

Rated current
Operating voltage
Withstanding Voltage
Contact resistance

Temperature rise

Contact diameter
x number

Insertion force
Durability

Screw torque
Working temperature
Vibration

Impact resistance

Salt fog
Cable specification

Diameter range

Protection level

CONNECTOR
DISTRTIBUTION

YU-USB — Series

routine

N

S

S

1.5A

/

1000V, 2.0-500v, 3.0-100v
<30mQ

>500MQ

9

22.25N Max.
500times

/

-40°C ~ +80°C

/

294m/s2

/

0.15mm?2-0.2mm?
26-24 AWG
Plug-type connection

IP67

l NLINKO ..

Product parameter

Part NO.
Wire specification

Line diameter range

Diameter<number
Rated current(A)
Operation

voltage(AC.V.RMS)
Contact resistance

Temperature rise
Withstand voltage
(AC.V)1minute

Insulation resistance

Protection level

The number of durable
Working temperature

Connection mode
Wiring mode

Material

Insulation components

Hardware
PIN
Waterproof circle

Flame retardant grade

YU-USB2.0-03-100
0.15Mni~0.2Mn1/26-24AWG
®5.5mm~d7mm

4

1.5A

<30mQ
/

1000V

>500MQ

IP65/IP67

=500times

-40°C~80°C

Quick bayonet connection
Welding / Crimping

High-performance engineering plastics
Aluminum alloy

Copper alloy | gold plating

Silicone

UL94-vo



https://connector-distribution.com/industrie/?p=1&o=5&n=12&f=348
https://connector-distribution.com/media/pdf/6d/3b/f9/CDG-CNLINKO-YU-USB-SERIES-SPECIFICATIONS-SHEET.pdf

C CONNECTOR
DISTRTIBUTION

YU-USB — Series

YU-USB3-CPI-01-100 USB3.0 A Male to A Male with 1m

YU-USB3-JSX-01-001 YU Connector USB3.0 Dual port socket IP67

YU-USB3-JSX-03-100 YU Data USB3.0 A Male to A Female with 1m

‘ NLINKO ..

IP67 zertifiziert
IP67 zertifiziert

IP67 zertifiziert

YU-USB 3.0

YU-USB 3.0

YU-USB 3.0
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CONNECTOR

C

DISTRTIBUTION

YU-USB — Series

Dimensions figure
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C

the number
of pins

The PIN map

Rated current
Operating voltage
Withstanding Voltage
Contact resistance

Temperature rise

Contact diameter
X number

Insertion force
Durability

Screw torque
Working temperature
Vibration

Impact resistance

Salt fog
Cable specification

Diameter range

Protection level

CONNECTOR
DISTRTIBUTION

BD-24 — Series

3PIN RJ45

5:4:'\\

(e /

20A 1.5A

500v

2500V 2500V
<5.0mQ <30mQ

20A 30°Cl ; 25A 40°Cl ; 30A 50°Cl
©3.0*3 8PIN
4.5N Max. 4.5N Max.
1700times

42-53(N.m) torque wrench200(N.m)
-40°C ~ +80°C

Frequency: 5~200Hz, amplitude: Smm, speed: 10m/s,0.10us without instantaneous break

294m/s2
PH6.5-7.2,NaCl,5% 48H
UL2464

24AWG*2C

Applicable scope of OD (4®-14®) mm With a waterproof ring (® 7 mm, 14 mm @)

IP65/IP67

l NLINKO ..

Product parameter

Part NO. BD-24-CJ03E-01-001
2.5mmi~4mni/14~12 AWG
Line diameter range ®B8mMm~>d12mm

Wire specification

Diameter<number ©3.0x3
Rated current(A) 30A
Operation

500V
voltage(AC.V.RMS)
Contact resistance <1mQ

Temperature rise

Withstand voltage

2500V
(AC.V)Iminute
Insulation resistance > 500MQ
Protection level IP65/IP6T
Mating cycle =500times

Working temperature  -40°C~80°C

Connection mode Quick snap fastener

30A per contact at 30°C, 35A.....40°C|,

40A.....50°C|,

Wiring mode Welding / Crimping

Material

Insulation components High-performance engineering plastics
Hardware Zinc alloy (Nickel Plating)

PIN Copper alloy | gold plating

Waterproof circle Silica gel

Flame retardant grade UL94-vo
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BD-24-CO3PE-01-001

BD-24-CO3PE-01-002

BD-24-J035X-01-001

BD-24-J035X-01-002

BD-24-RJ45-P01

BD-24-RJ45-P02

BD-24-RJ45-501

BD-24-RJ45-502

BD-24 — Series

BD-24 Power 3pin male plug plastic type 500 V 25 A

BD-24 Power 3pin male plug metal type 500 V 25 A

BD-24 Power 3pin female socket plastic type 500 V 25 A

BD-24 Power 3pin female socket metal type 500 V 25 A

BD-24 RJ45 plastic plug

BD-24 RJ45 Metal plug

BD-24 RJ45 plastic socket

BD-24 RJ45 Metal socket

‘ NLINKO ..

Nach IP65 durch CNLINKO geprift

Nach IP65 durch CNLINKO geprift

Nach IP65 durch CNLINKO geprift
Nach IP65 durch CNLINKO geprift
Nach IP65 durch CNLINKO geprift
Nach IP65 durch CNLINKO geprift

Nach IP65 durch CNLINKO geprift

BD-Serie Power Kabelstecker

BD-Serie Power Kabelstecker

BD-Serie Einbaubuchse

BD-Serie Einbaubuchse

BD-RJ45-Serie Kabelstecker

BD-RJ45-Serie Kabelstecker

BD-RJ45-Serie Einbaubuchse

BD-RJ45-Serie Einbaubuchse
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‘ NLINKO .
BD-24 — Series

Dimensions figure PE clamping cable plug

S socket (dimensions figure)
o : S (dimensions figure)

Installation hole figure
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ENOVA

XL-Serie
XL23MB XLR male 3 PIN Black Housing & Grey Boot XL-Serie XLR 3 PIN Kabelstecker
XL23FB XLR female 3 PIN Black Housing & Grey Boot Solder XL-Serie XLR 3 PIN Kabelbuchse
XL13FB XLR female Chassis 3 PIN Black Solder XL-Serie XLR 3 PIN Einbaubuchse
XL13MB XLR male Chassis 3 PIN Black Solder XL-Serie XLR 3 PIN Einaustecker
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XLIP-Serie

XL23MB-W XLR male 3 PIN IP67 Black Housing & Orange Boot Solder
XL23FB-W XLR female 3 PIN IP67 Black Housing & Orange Boot Solder
XL13MB-W XLR male Chassis 3 PIN IP67 Black Solder

XL13FB-W XLR female Chassis 3 PIN IP67 Black Solder
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ENOVA

IP67 zertifiziert

IP67 zertifiziert

IP67 zertifiziert

IP67 zertifiziert

XLIP-Serie XLR 3 PIN Kabelstecker

XLIP-Serie XLR 3 PIN Kabelbuchse

XLIP-Serie XLR 3 PIN Einbaustecker

XLIP-Serie XLR 3 PIN Kabelbuchse

12.0

12.0
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Chaltenbodenstrasse 4
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Switzerland
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